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T2000
uninterruptible power supply

20kVA to 600kVA



For further information contact UPS Direct:
Tel: 08456 445 002 - Fax: 08456 445 003 - Email: info@upsdirect.com - Website: www.upsdirect.com

T2000
key features

● OPTIONAL LOCAL AND

REMOTE EMERGENCY POWER

OFF (EPO).

● EASY-TO-INSTALL BATTERY

STRINGS. 

● CUSTOMISABLE ALARM

BOARD FOR INTEGRATION INTO

AN EXISTING BUILDING

MANAGEMENT SYSTEM (BMS).

● LOW NOISE LEVEL <51DB

(60KVA <55DB) - CAN BE

CONVENIENTLY LOCATED IN

COMPUTER ROOM.

● ALL SERVICING CAN BE

COMPLETED ON-SITE.

● INTERNAL AMBIENT

TEMPERATURE MONITORS

AS STANDARD.

● USER-FRIENDLY LCD PANEL

FEATURING ON-LINE HELP JUST

PRESS F1. 

● RS 232 INTERFACE AS

STANDARD PROVIDES

COMMUNICATION ON A MULTI-

POINT NETWORK.      

● NO INTERNAL PASSWORD

LOCKOUT, SERVICING CAN BE DONE

BY ANY QUALIFIED TECHNICIAN. 
NOTE: NOT ALL MANUFACTURERS OFFER
THIS FACILITY.

● FULL FRONT ACCESS TO

INTERNAL SYSTEM COMPONENTS.

MOST PARTS CAN BE SWAPPED

OUT IN LESS THAN 15 MINUTES.

● THE INTERNAL LAYOUT

CONSISTS OF A SERIES OF

DRAWERS WHICH SIMPLY SLIDE

OUT TO EXPOSE THE SYSTEMS

COMPONENTS.

● THE T2000 IS ENGINEERED TO

PROVIDE RAPID AND EASY

ACCESS TO ALL INTERNAL

COMPONENTS.
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MANUAL AND STATIC BY-PASS
TO PROTECT

A manual by-pass switch allows power to be transferred directly
to the mains without disturbance to the load. The UPS can then
be safely powered down for maintenance or repair, on
completion of the work the UPS can be powered up and the
load once again transferred back to the UPS with no interruption
in service. If the power demand of your equipment exceeds the
overload level of the UPS the static switch defaults to the mains
ensuring continuous power in the event of system abuse or short
term overload conditions. 

TIME TO PROTECT  

In addition to providing sufficient run-time to save files and
shutdown operating systems, autonomies of up to 8 hours are
available allowing you the option to complete a day’s work
without disturbance to your equipment, even during a power cut!

HEALTH AND SAFETY TO
PROTECT            

The T2000 range conforms to all relevant electrical safety
standards and is naturally CE certified, documentation can be
provided on request. On opening the front door of the cabinet,
the user is protected by an internal safety screen that must be
removed before gaining access to live components.

CONTROL TO PROTECT

All T2000 UPS come network-ready, with optional SNMP &
HTTP adaptor. Use your preferred SNMP management
application or the provided HTTP GUI through your web browser
to monitor and control the UPS from anywhere on the network.
As an alternative, specialised UPS management software is
available for critical applications.

The T2000 can be configured to send alerts over the network or
out-of-band via modem to your pager, mobile phone or remote
workstation. The T2000 is equipped with RS232 interface for
serial communication and can also be supplied with volt-free
contacts for SCADA applications.

For your visits to the UPS itself, the T2000 is equipped with a
simple, clear LCD screen displaying all necessary system
information.



For further information contact UPS Direct:
Tel: 08456 445 002 - Fax: 08456 445 003 - Email: info@upsdirect.com - Website: www.upsdirect.com

UPS MANAGEMENT
power at your fingertips

Our specialised UPS management software gives you the power

to monitor and control your UPS from remote locations.

UPS MANAGEMENT SOFTWARE

The UPS management software is installed on a server or

workstation connected to each UPS via the serial port. 

Power failure, power restored, battery failure or eight events will

be detected and the user informed.  A shutdown will be initiated

when the batteries are exhausted or a technical problem occurs

with the UPS. The UPS management software disconnects

network connections, logs out users and closes open

applications (subject to app/os support) before shutting down 

the operating system itself.

Features:

• Extensive log files

• Scheduled battery and inverter testing

• Scheduled system shutdown/restart

• User-customisable commands and messages

• Multiple UPS control from a single computer

• Remote Console Command module for remote multiple server

shutdown

• Internal SNMP sub-agent for integration into existing NMS

(e.g. HP OpenView, CA Unicenter)

SIMPLE NETWORK MANAGEMENT
PROTOCOL (SNMP)

The T2000 SNMP external agent can be located up to 5 metres away from the UPS.
Initial configuration is carried out by serial comms using any suitable terminal
application (e.g. Hyperterminal for Windows).

The embedded HTTP server presents an HTML interface to the
network, which can be accessed from any web browser. All
system parameters can be configured from here, including
scheduled shutdown. A sophisticated Java applet provides full
monitoring in real time, along with comprehensive event and 
history logs.

UPS CONFIGURATIONS - AT A GLANCE

LOCAL MONITORING

SIMPLE NETWORK MANAGEMENT
PROTOCOL (SNMP)

After installation of software, these
computers can all be safely shut down

SNMP has its own IP address and
connects directly onto the network.
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INPUT RECTIFIER
NOMINAL CAPACITY kVA   20   30   40   50   60   80   100   120   150   200   250   300   400 500 600
Input Nominal Voltage 200/208 V 3P or 380/400/415 V  3P + N or 440/465/480 V 3P
Nominal Frequency                                   50 / 60 Hz (Can be used as frequency converter)
Frequency Range                                     + - 5%
P.F. @400V at nominal 0,83 or 0,93 with Input Filter/PFC
Soft Start time                                    20-30 seconds
RECTIFIER OUTPUT 
Nominal DC Voltage Range 192 V (96 EL/2V or 16 m/b 12V) for 200/208 V – 384 V ( 192 EL/2V or 32 m/b 12V ) for 380/480 V
INVERTER INPUT
Nominal Voltage       192 V for 200/208 V – 384 V for 380/480 V
INVERTER OUTPUT
Nominal Voltage       200/208 V 3P or 380/400/415 V  3P + N or 440/465/480 V 3P
Current at p.f 0.8 28.90 43.35 56.20 74.25 86.71 115.6 144 174 221 287 361    433 578 7225 8665
Nominal Frequency                                   50/60 Hz
Wave Form                                           Sinusoidal
THD Linear load                                                       =<1,5%
THD at no linear load with 
crest factor 3:1         =<5%
Static Voltage regulation                          + - 1%
Dynamic Voltage regulation 0-100% + - 5%
Voltage regulation time response                     10 ms
OUTPUT FREQUENCY REGULATION
With mains synchronisation (%)                      +/- 1; 1,5 ;2,4
With Internal micro                                 + - 0,001%
Load Crest (Ipk/lrms) Better than 3 : 1
Overload              110% for 60 min -- 125% for 10 min  -- 150% for 1 min
Voltage Simmetry with balanced loads                + - 1%
Voltage Simmetry with unbalanced loads         + - 3%
Phase angle precision with 
balanced loads           120° + - 1°
Phase angle precision with 
100% unbalanced loads    120° + - 3°
Efficiency AC-AC @ 100% 91.8 92.3 92.9 93  93.2    93.4  93.4  93.5  94.1 95.1  95.1  95.2 95.5 95.5 95.35
STATIC SWITCH
Nominal Voltage       200/208 V 3P or 380/400/415 V  3P + N or 440/465/480 V 3P
Nominal Frequency                                   50/60 Hz
Frequency Range                                     + - 10%
Voltage Range                                       + - 20%
Overload                                           1000% for 100 ms
Efficiency                                          =>99,5%
MECHANICAL DATA
NOMINAL CAPACITY kVA   20   30   40  50   60   80   100   120   150   200   250  300   400 500 600
Dimensions (mm)                600x750x1200                  800x750x1200                      1400x750x1200              2400x800x18000    3200x800x1800
Weight w/o Batt. (Kg)  250  260  290  550  580  630  670   700   900   1100  1250  1500   1760 2450 2600
Cooling                                            Forced                                       
Cabinet IP 21
Colour                                              Cabinet : RAL 7035 – Panel: RAL 7010

T2000 SPECIFICATIONS
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